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TRANSPORTATION CABINET
Department of Highways.
Frankfort, Kentucky 40622

PROPOSAL NO. ‘ LETTING OF DECEMBER 13, 2002

PROJECT CODE NO. 02-0755 Sealed Bids will be received in the
Division of Contract Procurement and/or
the Auditorium located on the 1% Floor
of the State Office Building until
10:00 A.M., EST, on DECEMBER 13, 2002.
Bids will be publicly opened and read
at 10:00 A.M., EASTERN STANDARD TIME.

PROJECT IDENTIFICATION AND DESCRIPTION:

BOYLE COUNTY, FE(02 011 0052 BOOOO7N )
The Danville-Hedgevelle-Lancaster Road (KY 52) Bridge located over Clarks Run Creek (MP
1.066).

Bridge Deck Restoration, and Waterproofing.

(7)

GRAPHIC COORDINATES:
LATITUDE - 37° 37' NORTH
LONGITUDE - 84° 50' WEST

COMPLETION DATE ESTABLISHED FOR PROJECT: SEE SPECIAL NOTES

LIQUIDATED DAMAGES: SEE SPECIAL NOTES

REQUIRED BID PROPOSAIL GUARANTY: Not less than 5% of the total bid.
(Check guaranty submitted: Cashier's Check | | Certified Check | | Bid Bond |_|)

BID BONDS WHEN_SUBMITTED WILL BE RETAINED WITH THE PROPOSAL.
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BOYLE COUNTY, FEO0O2 011 0052 B0O0OO7N

PART I

SCOPE OF WORK

1. Project Detail

a.

b.

See Sketch

Special Notes Applicable to Project
Supplemental Specifications

Special Notes and Drawings for Boyle County
Miscellaneous Traffic Control Devices (6-14-02)
Miscellaneous Traffic Control Devices (6-14-02)
Lane Closure using Traffic Signal (6-14-02)

Post Splicing Details (6-14-02)

Attached
Attached
Attached
Attached
Attached
Attached
Attached

Attached



Boyle County

FE02 011-0052-BO0007N
KY 52, 1.1 miles E of US 150 Bus.
Bridge Restoration and Waterproofing
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BOYLE COUNTY, FEO2 01l 0052 BOOOO7N . SHEET 1 of 1
SPECIAL NOTES APPLICABLE TO PROJECT

THE FOLLOWING STANDARD DRAWINGS APPLY TO THIS PROJECT AND MAY BE OBTAINED BY CONTACTING THE
DEPARTMENT OF HIGHWAYS, DIVISION OF DESIGN, AT A COST OF $0.50 PER COPY:
Bridge Restoration and Waterproofing with Concrete Overlays (BGX 009-04)
Neoprene Expansion Dams and Armored Edges (BJE 001-10)

2000 SPECIFICATIONS

Any reference in the plans or in the proposal to the Standard Specifications for Road and
Bridge Construction, Edition of 1998, and Standard Drawings, Edition of 1998 are superseded
by Standard Specifications for Road and Bridge Construction, Edition of 2000,and Standard
Drawings, Edition of 2000.

2001 SUPPLEMENTAL SPECIFICATIONS ‘
The 2001 Supplemental Specifications to the 2000 Standard Specifications for Road and Bridge
Construction shall apply to this project.

PROPOSAL ADDENDA

All Addenda to this proposal must be incorporated into the proposal when the bid is
submitted to the Kentucky Department of Highways. Failure to use the correct and most
recent bid sheet(s) may result in the bid being rejected.

BID SUBMITTAL
Bidder must use the Department’s Highway Bid Program available on the internet web site of
Department of Highways, Division of Contract Procurement. (www.kytc.state.ky.us/contract)

The Bidder must download the bid items created from the web site to prepare a bid proposal
for submission to the Department. The Bidder must insert the completed bid item sheets
printed from the Program into the bidder’s proposal and submit with the disk created by
said program.

JOINT VENTURE BIDDING

Joint Venture bidding is permissible. However, both companies MUST purchase a bidding
proposal. Either proposal may be submitted but must contain the company names and
signatures of both parties where required. A joint bid bond of 5% may be submitted for
both companies or each company may submit a separate bond of 5%.

UNDERGROUND FACILITY DAMAGE PROTECTION

The contractor is advised that the Underground Facility Damage Protection Act of 1994,
became law January 1, 1995. It is the contractor's responsibility to determine the impact
of the act regarding this project, and take all steps necessary to be in compliance with
the provisions of the act.

ASPHALT BASE PRICE
The Asphalt Base Price shall be $165.00 (English) as applicable in Section 109.07 of the

2000 Standard Specifications.




Supplemental Specifications to The Standard Specifications
for Road and Bridge Construction, 2000 Edition
(Effective-with the October 25, 2002 Letting)

Unless stated otherwise, all revisions are to the Standard Specifications for Road and Bridge Construction.

PUBLICATION: 2001 Supplemental Specifications to The Standard Specifications for Road and Bridge
Construction.
SUBSECTION: ~ 104.02.02 Overrun and Underrun Formulas.
REVISION: Void the revision.
SUBSECTION: 104.02.02 Overrun and Underrun Formulas.
REVISION: Replace the fifth paragraph with the following:
For the excessive underrun and overrun quantities, the Department will adjust the payment
L according to the appropriate following formula: :
SUBSECTION:  104.02.02 Overrun and Underrun Formulas.
NUMBER: 3)
REVISION: Replace the threshold value of 20 percent with 30 percent.
SUBSECTION:  102.07.01 General.
REVISION: Replace the first sentence with the following:
Submit the Bid Proposal on the forms furnished by the Department including the Highway Bid
Program bid item sheets and disk created from the Department's internet web site.
SUBSECTION: 102.07.02 Computer Bidding. ‘
REVISION: Replace the subsection with the following:
Subsequent to ordering a Bid Proposal for a specific project, use the Department's Highway Bid
Program on the internet web site of the Department of Highways, Division of Contract
Procurement. Download the bid item quantities from the Department's web site to prepare a Bid
Proposal for submission to the Department. Insert the completed bid item sheets printed from the
Highway Bid Program into the Proposal and submit along with the disk created by said program.
In case of a dispute, the Bid Proposal and bid item sheets created by the Highway Bid Program
take precedence over any bid submittal.
Furthermore the Department takes no responsibility for loss, -damage of disks or the
compatibility with the bidder's computer equipment or software.
SUBSECTION:  102.08 IRREGULAR BID PROPOSALS.
REVISION: Add the following to the first set of items:
- 4) Fails to submit a disk created from the Highway Bid Program
SUBSECTION:  102.08 IRREGULAR BID PROPOSALS.
REVISION: Replace 1) of the second set of items with the following:
1) when the Bid Proposal is on a form other than that furnished by the Department or printed from
other than the Highway Bid Program , or when the form is altered or any part is detached.
SUBSECTION:  112.03.01 General Traffic Control.
PART: ) Temporary Traffic Signals.
REVISION: Replace the MUTCD reference “Section 4B” with “Chapter 4D”
- SUBSECTION: 212.03.03 Permanent Seeding and Protection.
~ PART: A) Seed Mixtures for Permanent Seeding.
REVISION: Replace with the following:

A) Seed Mixture for Permanent Seeding. Use seed Mixture No. I or as the Contract specifies.

Mixture No. I:

75% Kentucky 31 Fescue (Festuca arundinacea)
10% Red Top (Agrostis alba)

5% White Dutch Clover (Trifolium repens)
10% Rygrass, perennial (Lolium perenne)




Supplemental Specifications to The Standard Specifications
for Road and Bridge Construction, 2000 Edition
(Effective-with the October 25, 2002 Letting)

REVISION:

SUBSECTION:  212.03.03 Permanent Seeding and Protection.
PART: C) Crown Vetch.
REVISION: Replace the first sentence with the following:
Sow crown vetch seed on all areas having a slope 3:1 or steeper and consisting of soil or mixtures
of broken rock and soil.
SUBSECTION: 212.03.03 Permanent Seeding and Protection.
PART: E) Erosion Control Blanket.
REVISION: Replace the first sentence with the following:
Install erosion control blankets in ditches, except those to be paved or rock lined, to a flow depth of
- 1.5 feet.
SUBSECTION:  402.03.02 Acceptance.
PART: ' C) Setup.
REVISION: Add the following after the second sentence:
For mixtures with a total-project quantity between 500 and 1,000 tons, perform a minimum of one
process control test for AC, AV, and VMA, and report the results to the Engineer.
SUBSECTION: 402.03.03 Verification. ‘
REVISION: Replace the first two sentences with the following:
For volumetric properties, the Department will perform 2 minimum of one verification test for AC,
AV, and VMA for each lot according to the corresponding procedures as given in Subsection
402.03.02. For specialty mixtures, the Department will perform one AC and one gradation
determination per lot according to the corresponding procedures as given in Subsection 402.03.02.
‘ However, Department personnel will not perform AC determinations according to KM 64-405.
SUBSECTION: 403.02.06 Transport Equipment.
REVISION: Add the following after the first sentence:
Do not load trucks that are contaminated with an unapproved release agent. When such
contamination is identified after loading, reject the load. In either case, remove the truck and
respective driver from the project for the duration of the project.
SUBSECTION: 403.03.03 Preparation of Mixture. ’
| PART: A) Mixture Composition.
 REVISION: Replace the second sentence with the following:
Conform to the gradation requirements (control points) of AASHTO MP2 for the Superpave mixture
type the Contract specifies.
SUBSECTION: 403.03.03 Preparation of Mixture.
PART: C) Mix Design Criteria.
REVISION: Replace the first sentence with the following:
Conform to the gradation requirements (control points) of AASHTO MP2 for the Superpave |
. mixture.
SUBSECTION: 403.03.03 Preparation of Mixture.
PART: C) Mix Design Criteria.
NUMBER: 2) Selection of Optimmum AC.
REVISION: Add the following:
Ensure the optimum AC is a minimum of 5.0 percent by weight of the total mixture for all 0.5-inch
nominal surface mixtures and 5.3 percent by weight of the total mixture for all 0.38-inch nominal
surface mixtures.
SECTION: 403.03.06 Thickness Tolerance.
TABLE: Nominal Maximum Size of Mixture vs. Thickness Range

Delete _ .




Supplemental Specifications to The Standard Specifications
for Road and Bridge Construction, 2000 Edition
(Effective-with the October 25, 2002 Letting)

SUBSECTION: 403.03.09 Leveling and Wedging, and Scratch Course.
PART: A) Leveling and Wedging.
REVISION: . Replace the first sentence with the following:
Conform to the gradation requirements (control points) for base, binder, or surface as applicable.
SUBSECTION: 403.03.09 Leveling and Wedging, and Scratch Course. '
PART: B) Scratch Course.
REVISION: Replace the second sentence with the following:
Conform to the gradation requirements (control points) for base, binder, or surface as the Engineer
directs.
SECTION: 404 OPEN-GRADED FRICTION COURSE
TABLE: LOT PAY ADJUSTMENT SCHEDULE FOR SPECIALTY MIXTURES
REVISION: _ Replace the table with the table on the last page of this supplement.
SUBSECTION: 409.02 MATERIALS AND EQUIPMENT.
REVISION: - Replace “KM 64-427” with the following:
the guidelines in Subsection 409.03.02
SUBSECTION:  409.03.01 Restrictions.
REVISION: Add the following sentence:
‘When the mixture’s bid item specifies PG 76-22, limit RAP content to 20 percent or less.
PUBLICATION: 2001 Supplemental Specifications to The Standard Specifications for Road and Bridge Construction.
SUBSECTION:  409.03.02 Preparation of Mixture. :
PART: A) Mix Requirements.
REVISION: Void the Revision and replace with the following:
Conform to the Contract requirements for each mixture produced using RAP. If mixtures produced
using RAP do not conform to the requirements for that mixture, complete the project using all virgin
materials at no additional expense to the Department. Conform to the following table to select the
appropriate grade of virgin asphalt binder to blend with the RAP: )
Mixture’s Appropriate Virgin Asphalt Binder
Bidltem | 0-20% RAP | 21-30% RAP | >30% RAP
PG 76-22 PG 76-22 - -
PG 70-22 PG 70-22 PG 64-22 *
PG 64-22 PG 64-22 PG 64-22 *
» * Select according to KM 64-427
SUBSECTION:  611.03.02 Precast Unit Construction.
REVISION: Replace the first sentence with the following:

' Construct units according to ASTM C 1433 with the following exceptions and additions:
PUBLICATION: 2001 Supplemental Specifications to The Standard Specifications for Road and Bridge Construction.
SUBSECTION:  701.03.05 Joints.

PART: B) Corrugated Metal Pipe.
REVISION: Void the Revision and replace with the following:

Construct joints using a band with annular corrugations and a bolt, bar and strap connection. Use a

minimum nominal band width of 12 inches for all pipe diameters 54 inches and smaller. Use a two-

piece band with a minimum nominal width of 20 inches for all pipe diameters greater than 54 inches.

Manufacture the band from the same base materials as the pipe. The pipe bands may be up to two

gauges lighter than the pipe it is joining, with a minimum gauge thickness of 16. The Department

may allow dimple band connections for field cut pipe. Install the connecting bands according to the
" manufacturer's written recommendations.




Supplemental Specifications to The Standard Specifications
for Road and Bridge Construction, 2000 Edition
(Effective-with the October 25, 2002 Letting)

SUBSECTION:  710.02 MATERIJALS.
REVISION: Add the following Subsection:
. . . " 710.02.15 High Density Polyethylene (HDPE) Adjusting Rings. Conform to Section 846.
SUBSECTION: 710.03.01 Newly Constructed Small Drainage Structures.
PART: A) General. _
REVISION: Replace the last sentence of the sixth paragraph with the following:
Use precast concrete, precast concrete pipe sections, cast-in-place, brick, or HDPE adjusting rings
for adjustment of existing manholes according to the Standard Specifications. .
SUBSECTION: 710.03.03 Adjusted Small Drainage Structures.
REVISION: Add the following sentence to the end of the first paragraph:
For HDPE adjusting rings, install and seal according to the manufacturer’s recommendations.
SUBSECTION: 713.03 CONSTRUCTION.
REVISION: ‘Replace the MUTCD references to “Part III” with “Part 3”
SUBSECTION:  714.03 CONSTRUCTION.
REVISION: Replace the MUTCD references to “Part III” with “Part 3 and figure references to “3-11 and 3-127
L - with “3B-8 and 3B-9”
SUBSECTION:  714.03.01 Layout.
REVISION: Replace the MUTCD reference to “Part III” with “Part 3”
PUBLICATION: 2001 Supplemental Specifications to The Standard Specifications for Road and Bridge Construction.
SUBSECTION:  714.05 PAYMENT.
REVISION: Replace with the following:

The Department will make payment upon completion of the work. If after the proving period the

markings do not meet minimum retroreflectivity requirements, the Department will adjust the

payment or require corrective work according to the following:
SUBSECTION:  718.01 DESCRIPTION.
REVISION: Replace the second sentence with the following:
_ ' See Section 3C.01 of the MUTCD for a general description.
SUBSECTION:  807.02.03 Joint Sealer for Ridged Pipe.
PART: B) Rubber Gaskets.
REVISION: Replace with the following:

B) Butyl Rubber Sealants. Furnish butyl rubber sealants conforming to the materials, manufacture,
and physical requirements for sealants in AASHTO M 198, Section 6.2. Use only products from
the Department’s List of Approved Materials.

SUBSECTION:  807.02.03 Joint Sealer for Ridged Pipe.
PART: C) Flexible Plastic Gaskets.
REVISION:

"Replace with the following:

C) Rubber Gaskets. Fumish rubber gaskets conforming to the materials, manufacture, and physical
requirements for gaskets in AASHTO M 315. Use only products from the Department’s List of
Approved Materials.




Supplemental Specifications to The Standard Specifications
for Road and Bridge Construction, 2000 Edition
(Effective-with the October 25, 2002 Letting)

SECTION: 846 HIGH DENSITY POLYETHYLENE (HDPE) ADJUSTING RINGS
REVISION: Add the following New Section:
" SECTION 846 HIGH DENSITY POLYETHYLENE (HDPE) ADJUSTING RINGS
846.01 RESIN. Use a recycled polyethylene plastic or virgin resin producing a molded paft
meeting the following requirements:
Melt Flow Index (ASTM D 1238)  4.0-10.0 g/lOmm
Density (ASTM D 792) 0.941-0.965 g/cm
Tensile (ASTM D 638) 2000-5000 Ib/in®
ESCR (ASTM D 1693) Condition C
. 84602 LOADING. Ensure the adjustment rings meet or exceed the loading requirements of
AASHTO’S Standard Specification for HS-25 wheel loadmg for Highway Bridges. .
SECTION: 827.04 PERMANENT SEED.
Replace with the following:

REVISION:

827.04 PERMANENT SEED. Conform to the requirements outlined in the “Keﬁtuckjr Seed Law and
Provisions for Seed Certification in Kentucky” and the “Regulations under the Kentucky Seed Law™,
with following exceptions:

Obtain seed only through registered dealers that are permitted for labeling of seed.

Ensure all deliveries/shipments of premixed seed are accompanied with a master blend sheet.
“The Department may sample the seed at the job site at any time.

Ensure all bags and containers have an acceptable seed tag attached.

bl ol e

Do not use seed (grasses, native grasses and legumes) if the weed seed is over 2%, total
germination (including hard seed) is less than 60%, if the seed test date is over 9 months old exclusive
of the month tested, or if the limits of noxious weed seed is exceeded. _

Ensure that ‘noxious weed seeds contained in any seed or seed mixture does not exceed the

" maximum permitted rate of occurrence per pound.

Max. No. Seeds
Name of Kind (per pound)*
Balloon Vine (Cardiospermum Halicacabum) 0
Purple Moonflower (Ipomoea turbinata) 0
Canada Thistle (Cirsium Arvense) 0

Johnsongrass (Sorghum Halepense and Sorghum Almum and perennial rhizomatous derivatives of
these species) . 0O

Quackgrass (Elytrigia Repens) 0
Annual Bluegrass (Poa Annua) 256
Buckhorn Plantain (Plantago Ianceolata) 304
Corncockle (Agrostemma Githago) 192
Dodder (Cuscuta spp.) 192
Giant Foxtail (Setaria Faberii) 192
Oxeye Daisy (Chrysanthemum Yeucanthemum) 256
Sorrel (Rumex Acetosella) . - 256
‘Wild Onion and Wild Garlic (Allium spp.) 96

* Seed or seed mixtures that contain in excess of 480 total noxious seeds per pound is prohibited

Wildflower seed shall not be planted until approved by the MCL.




Supplemental Specifications to The Standard Specifications
for Road and Bridge Construction, 2000 Edition
(Effective-with the October 25, 2002 Letting)

LOT PAY ADJUSTMENT SCHEDULE FOR SPECIALTY MIXTURES

(TEST DEVIATION FROM JMF)

Pay Value Deviation From JIMF (%)
Asphalt 1.00 0.0-05
Binder 0.98 0.6
Content 0.95 —
0.90 0.7
0.85 0.8
: 0.75 >0.9
11/2inch - 1.00 0-13
Sieve 0.98 14
0.95 15-16
0.90 17-20
0.85 21-23
0.75 =24
1 inch, 1.00 0-9
3/4 inch, 0.98 10
and 172 inch 0.95 11-12
Sieves 0.90 13-14
0.85 15-16
0.75 >17
3/8 inch, 1.00 0-8
No. 4, 0.98 9
No. 8, 0.95 10
No. 16, 0.90 11-12
and No. 30 0.85 13-14
Sieves 0.75 >15
No. 50 1.00 0-6
Sieve 098 7
0.95 8
090" 9
0.85 10
0.75 >11
No. 100 1.00 0-3
Sieve 0.98 —
0.95 4
0.90 5
0.85 ——
0.75 >6
No. 200 1.00 0.0-20°
Sieve 0.98 25
0.95 3.0
0.90 —
0.85 3.5
0.75 >40
Fineness 1.00 0.0-0.30
Modulus 0.98 0.31-0.34
0.95 0.35-0.39
0.90 0.40-0.46
0.85 0.47-0.55
0.75 >0.56
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Overlay Notes
Page 1

NOTES FOR BRIDGE RESTORATION
AND WATERPROOFING WITH CONCRETE OVERLAYS
Boyle County: FE02 011-0052-B00007N (MP 1.066)
Bridge over Clarks Run Creek, 1.1 mile E of US 150 Bus.

Overlay the structures in this contract in accordance with the Kentucky Transportation
Cabinet, Department of Highways Standard Specifications for Road and Bridge
Construction, Edition_of 2000, Section 606 for "Bridge Restoration and Waterproofing with
Concrete Overlays", and applicable Supplemental Specifications, Standard Drawing No. BGX-
009 current edition, and the attached notes and detail drawings. Section references are to the
Standard Specifications.

COMPLETION DATE: The Contractor has the option of selecting the starting date for this
project. Once selected, notify the Department in writing of the date selected at least two weeks
prior to beginning work. All work is to be completed in the 2003 construction season by
November 15, 2003. An allotted number of working days are assigned to each structure in this
contract as shown below. .

STRUCTURE NUMBER OF WORKING DAYS

FEO02 011-0052-B00007N 20

Liquidated damages will be assessed the Contractor in accordance with the Transportation
Cabinet, Department of Highways Standard Specifications for Road and Bridge
Construction, Fdition of 2000, Section 108.09, when either the allotted number of working
days or the November 15, 2003 date is exceeded.

Contrary to the Standard Specifications, liquidated damages will be assessed the Contractor
during the months of December, January, February and March when the contract time has
expired on any individual bridge or bridges. Contract time will be charged during these months.

REMOVAL OF EXISTING OVERLAY: Totally remove the existing concrete overlay by
grinding or scarifying the deck to a depth slightly below or equal to the original bridge slab
surface. Machine preparation of the existing slab to a depth of at least %4” below the existing
surface is not required. When removal of an existing overlay is a pay item, no payment will be
allowed for "Machine Preparation of Existing Slab". This work is incidental to the pay item
"Removal of Existing Overlay - Square Yard".

BRIDGE OVERLAY APPROACH PAVEMENT: The Contractor shall construct a new
asphalt surface for all approaches to each structure in this project. See the Special Note entitled
“NOTES FOR BRIDGE OVERLAY APPROACH PAVEMENT”.




Overlay Notes
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TRAFFIC CONTROL PLAN
For Bridge Repair Projects

TRAFFIC CONTROL GENERAL

Except as provided herein, traffic shall be maintained in accordance with the 2000 Standard
Specifications, Section 112. Except for the roadway and traffic control bid items listed, all items of
work necessary to maintain and control traffic will be paid at the lump sum bid price to "Maintain
and Control Traffic".

Contrary to Section 106.01, traffic control devices used on this project may be new, or used in like
new condition, at the beginning of the work and maintained in like new condition until completion
of the work.

SIGNS

Contrary to Section112.04.02, only long term signs (signs intended to be continuously in place for
more than 3 days) will be measured for payment; short term signs (signs intended to be left in place
for 3 days or less) will not be measured for payment but will be incidental to Maintain and Control
Traffic.

TEMPORARY PAVEMENT STRIPING

Skip lines through the length of the tapers for lane closures and other striping as directed by the
Engineer shall be temporarily covered with 8” black removable tape. Permanent removal of all
other pavement striping for traffic control shall be considered incidental to Maintain and Control
Traffic in accordance with Section 112.04.15. Temporary pavement striping shall be paid only
once per course in accordance with Section 112.04.08. The Contractor shall replace any temporary
striping that becomes damaged or fails to adhere to the pavement before dark on the day of
notification. Liquidated damages shall be assessed the Contractor at a rate of $500 per day for
failing to replace temporary striping within this time limit.

PROJECT PHASING & CONSTRUCTION PROCEDURES

Maintain, as a minimum one lane of traffic at all times in accordance with Standard Drawing No.
TSC-202-08 and the attached detail drawings. The clear lane width required is:

Structure Clear Lane Width
FEO02 011-0052-B0O0007N ‘ 11 feet
VARIABLE MESSAGE SIGNS

 If deemed necessary by the Engineer, variable message signs will be installed, operated, and
maintained by the Department.



Overlay Notes
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NOTES FOR REPLACING EXPANSION DAMS
IN CONJUNCTION WITH CONCRETE OVERLAYS

Install "Armored Edge for Concrete" and/or "Expansion Joint Replacement” at the specified
locations detailed on the attached drawings and in accordance with these notes.

A. Remove Existing Materials. Remove the existing expansion dam and specified
areas of concrete as shown on the attached sketches. Remove debris and/or
expansion joint filler as directed by the Engineer. Dispose of all removed material
entirely away from the job site. This work is incidental to the contract unit price
for "Expansion Joint Replacement".

Clean and leave all existing steel reinforcement encountered in place.

B. Placing New Concrete and Armored Edges. After all specified existing
materials have been removed, place new armored edges and Class "M" Concrete
to be formed to the original dimensions except as shown on the detail sheets.
Place the new concrete to the scarified grade and finish to receive the new overlay.

All new structural steel shall be cleaned and painted with two coats of commercial
primer paint red orange in color, except that surfaces to come in contact with
concrete are not to be painted. ‘

Blast clean all areas of existing concrete and structural steel to come in contact
with new concrete until free of all laitance and deleterious substances immediately
prior to the placement of the Class "M" Concrete. The surface areas of existing
concrete to come in contact with the new Class "M" Concrete are to be coated
with an epoxy bond coat immediately prior to placing new concrete in accordance
with Section 511. The interfaces of the new and old concrete shall be as nearly
vertical and horizontal as possible.

C. Additional Reinforcing Steel. Furnish for replacement, as directed by the
Engineer, 400 linear feet of steel reinforcing bars %4 diameter by 20’ lengths.
Place these bars in areas deemed by the Engineer to require additional
reinforcement. Deliver unused bars to the local County Maintenance Barn. Field
cutting and bending is permitted. Payment will be made in accordance with
Section 602.

D. Stage Construction. Installation of concrete and armored edges in two (or more
if specified) stages is necessary. Join the armored edges at or near the centerline
of the roadway or lane line, field weld and grind smooth.
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E. Preformed Neoprene Joint Seal. Place the preformed joint seal in one
continuous, unbroken length in accordance with Section 807.

F. - Shop Plans. Shop plans will not be required. The Contractor is responsible for
obtaining field measurements and supplying properly sized materials to complete

the work.
METHOD OF MEASUREMENT
A. Expansion Joint Replacement - 1%". The Department will measure the quantity

in linear feet from gutterline to gutterline along the centerline of the joint.

B. Armored Edge for Concrete. The Department will measure the quantity in linear
feet from gutterline to gutterline along the centerline of the joint.

C. Steel Reinforcement. See Section 602.
METHOD OF PAYMENT
A. Expansion Joint Replacement - 1%4". Payment at the contract unit price per

linear foot is full compensation for removing specified existing materials,
furnishing and installing the new armored edges, concrete, neoprene joint seal,
and all incidental items necessary to complete the work (except the overlay
material) within the specified pay limits as detailed on the attached sketches.

B. Armored Edge for Concrete. Payment at the contract unit price per linear foot
is full compensation for removing specified existing materials, furnishing and
installing the new armored edge, concrete and all incidental items necessary to
complete the work within the specified pay limits as detailed on the attached
sketches.

C. Steel Reinforcement. See Section 602.

The Department will consider payment as full compensation for all work required by
these notes and detail drawings.
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NOTES FOR BRIDGE OVERLAY APPROACH PAVEMENT

Construct an asphalt surface pavement wedge at each end of the structures in this contract in
accordance with the Kentucky Transportation Cabinet, Department of Highways Standard
Specifications for Road and Bridge Construction, Edition of 2000, applicable Supplemental
Specifications, and the attached detail drawing. Section references are to the Standard
Specifications.

A. Remove Existing Materials. Remove the existing pavement material to provide
for a minimum of 1 %" new pavement surface from the bridge end extending
approximately 100 feet into the approach pavement and across the width of the
approach pavement. The Engineer shall determine the actual length and width of
the milling depending on site conditions at each bridge approach. Mill the
existing asphalt surface so that the new surface will tie into the new armored edge
and matches the original cross section of the approach. Mill a 3-foot edge key to
tie the new surface into the existing surface approximately 100 feet from the
bridge end. The Engineer shall approve the Contractor’s plan for restoring the
approach grade prior to the removal of the existing surface. Dispose of all
removed material entirely away from the job site or as directed by the Engineer.

Backfill the area of pavement removed for placing the new armored edges with
concrete of the same mix design as the overlay (minus the latex) to within 2” +/-
of the top of the bridge end. Allow this concrete to wet cure prior to placing the
new asphalt surface on it.

B. Producing and Placing New Asphalt Surface. Apply an asphalt tack coat in
- accordance with Section 406. Produce and place the new 1 %” asphalt surface in
accordance with Section 403 and compact under Option B. The new asphalt
surface mixture required for this project shall be “Cl 1 Asphalt Surface 0.38D PG
64-22”. Place the new asphalt surface to the original roadway cross section or as
directed by the Engineer.

C. Treatment of Shoulders. On roadways with paved shoulders, the shoulders shall
receive identical treatment to the mainline pavement. On roadways with earth or
rock shoulders, the Contractor shall attempt to protect the shoulder from damage.
Any damage to earth or rock shoulders shall be repaired by the Contractor to the
satisfaction of the Department at no additional cost. These repairs may consist of
re-grading, re-compacting, and/or placing millings to return the shoulder to its
original cross section.

D. Pavement Markings. Pavement striping will be required to match the existing
pavement striping. Pavement striping shall be in accordance with applicable
sections of the Standard Specifications and shall be paid accordingly.




Overlay Notes
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Raised pavement markers within the limits of the “Bridge Overlay Approach
Pavement” shall be removed prior to the milling operation. The marker castings
shall be cleaned and returned to the Engineer.

METHOD OF MEASUREMENT

A. Bridge Overlay Approach Pavement. The Department will measure the
quantity in square yards. The Department will measure from the centerline of the
roadway at each end of the structure along the length of the new pavement to the
point it ties into the existing pavement and across the width of the new pavement
perpendicular to the centerline of the pavement.

METHOD OF PAYMENT

A. Bridge Overlay Approach Pavement. Payment at the contract unit price per
square yard is full compensation for backfilling at the end of the structure,
removing existing pavement markers, mobilization of milling equipment,
removing specified existing pavement material, furnishing and installing the
asphalt tack coat, producing and placing the new asphalt surface, shoulder
treatment, and all incidental items necessary to complete the work within the
specified pay limits as detailed on the attached sketches.

The Department will consider payment as full compensation for all work required by
these notes and detail drawings.



Overlay Notes
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REFERENCES OF SKETCHES

Elevation and Typical Section of Bridge

Armored Edge Detail

Curb Section (Abutment No. 1 & Abutment No. 2)
Expansion Dam Detail

Curb Section (Pier No. 1 & Pier No. 2)

Bridge Overlay Approach Pavement

STANDARD DRAWINGS
Applicable to this project

BJE-001-10 Neoprene Expansion Dams and Armored Edges
TSC-202-08 LaneDClosure Case I-B

TSC-260-11 Miscellaneous Traffic Control Devices
TSC-261-08 Miscellaneous Traffic Control Devices

TSC-265-01 Post Splicing Detail

Sheet 1 of 6

Sheet 2 of 6

Sheet 3 of 6

Sheet 4 of 6

Sheet 5 of 6

Sheet 6 of 6

BGX-009-04 Bridge Restoration and Waterproofing with Concrete Overlays
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EXPANSION DAM DETAIL
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BRIDGE OVERLAY APPROACH PAVEMENT

Not to Scale

Pay Limits for "Bridge Over lay Approach Pavemen

Sheet ; of g

*ll

Edge Keyl

Mill existing pavement so that the new surface wi
tie into the new ormored edge ond match the ori

ing

cross section of the approach (Typically 10
feet in length and the width of the paved surface)

il* .
Bridge

Z T PP

CenterL ine

e e | -
® ® . ®©.

A
®

<

# Pay Limits for "Bridge Overlay Approach Pavement”.

perpendiculqr to centerline across width of new surfaoce. To
include paved shoulders if aopplicable.

PLAN VIEW

Mill existing pavement as required
Mill 3' Edge Key to tie — - >
or tronsition of new 1'4"asphalt

surface to new Armored Edge at
bridge end (thickness varies) ‘

in new surface @ 1!/
depth (minimum)

-------------------------------------------

yd Existing Pavement

SECTION A-A

144" New

2" +/- New

Asph. Surf¥. Asph. Surfoce

Z Subgrade

Abutment

f\‘

* |f the Engineer determines necessary.

1° +/- to be filled with concrete

aofter form removal @ new armored edge.

SECTION B-B

Measured



i AINVHO = O
ILTHA = M
S30IA3G. . :
“OMLNOD 144VHL “Iv¥ Q3ILS ANV 40 dOL NO Q30v7d 38 LON TIWHS LSYT1We
‘039v7dSI ¥O ¥IAO NMOTE ATISY3 LON SI LVHL L¥OddNS 318VLS V S3AIAOHI LVHL MINNVA V NI G3LHOddNS 38 TIWHS S3AVIINNvE ()
SNOINVTIIOSIN *SHISN QVON H04 QMVZYH ¥ ONISNVO 373344 ONV 3LYINNNOOY LON TIM ¥3LVM OS WOLLOS 3HL NI
STV ALSI 30 INDTS Taa SIT0H NIVHG 3AVH TIVHS SAN¥Q ‘ONIZ33nd 0L 3181Ld3DSNS N3HM WNNG V 40 dOL NO 030¥7d 38 LON TIVHS LSYTIWE “YONuLE NaHM
SonLaY SUINIOM YO SHISN QVOH 0L SNOGHYZVH WIHL INVN GINOM LVYHL IN3LX3 3HL OL TVIMILVN ANV 9O ‘M3LVM ‘GNVS HLIM G3LHOIaM 38
LON' 1I7HS SANHQ "3ONVHO ONIZ@ 34IM1S dOL 3HL HLIW S3ATLS SLTHA OML GNV JONVO OML 40 WAININ V JAVH TIVHS SANHG ©
*q3SN 38 AVN.b 40 SHLQIM 3INLS

Y€ NYHL SS37 34V SHLON3T JIvH ¥O SLHOIIH 13NV NIHM *03SN 39 T1IVHS 49 40 SHIGIM 3dIHLS *Olddvidl ONIOVI v3dy
JALLOFNA3Y 40 SIHONI FHVNOS 0.2 40 ANNININ V 3AVH TIVHS SAVYMAVOY 033dS-HOIH HIHLO ONV ‘SAYMIIYI ‘SAYMSSIYdX3

NO 3sn dod ouozuhzw SAAVOIYYYE ANV STINVd WOILHIA °*MOTd OIJdvHl 40 NOILOZMIO NI NMOG 3d07S 1IVHS S3dINLS @
'0GE JHHON HLIM LNVITdNOD 38 71VHS S3JIA3Q 3INOZ HUOM

AHO93LVY TV "NMOHS 3SIMY3HLO SS3AINN ,.omNHmo._.om._.._mm 38 0Ll SY3¥V TV “III 3dAL Ol ININHOINOD

WIS 0L LON ONIMVY

® (@ (3LIHM ONV. 39NVYO)

_ 11 ANO9ILYD ONY 1
J0VOIdUvE 11 -3dAL SIWINALYN 3A1L03743Y HLIM Q3LVOIHEVS 38 1IVHS STINVd TWOILN3A ONY ‘SAN¥Q ‘SYIMYVA ¥¥INENL 'SINOJ ‘SIAVOIHNYVE
N ENLA
. , INOD avinandt
NIN .S A o) EELHTE HLOIM
DN “YVA
— _ " Feiove
"dAL s L — 0321801031434
102 e v . A" " -NON 39NVH0
L “NIN 182 032140193743y . m
. i o] ~NON" 39NVHO NIN .82 M (=€
o : NIW XYW 19 “NIN 2
] £
1T XY 2

® @ (ILIHK ONY 39NVHO) i : L
Q3ZINO1D3 434 )
3avoiyyva 11 3dALl -NON 39NYHO L _.u.l. NIN .2

r & & 4
e _ﬁ_ JaNYd TYOLLY3A
h\ y & 4 HTN_ 0148 ® ANYa @ I-dA

I NIN: all._ *y3uY SIHL NI O3MIN03Y

IVIY3ILYA Q3714010371434
d0 INIVd ON

®© mA_u:I; NV 39NVYO0) v
QvoIMyva 1 3dAL i %

. NIW € ﬁl
. (*XVW 30IM .2)

ﬂl , 03ZI401937434-NON

TINNVHO 1331S
*Ldstan e

AINIVd 39NVHO

NIW :
("dAL) .3 0L .L
“Faove . o —
‘NIW .81 @3¥IN03Y LON

.sz 2 L SY3NY0D J3ddIT0

or-al




"M3IA ,SISIHOLON OL SNOILONYLSHO M3HLO 3HY 3YIHL IU3HM MO ¥rDO0 OL ATI3MIT

31v0

o ATy ST LN3W3AOW NYI¥1SI03d HO/ONV ONDNMV FyIHM v3dY TVILNIAISIY ¥O/GNY “IWIOMANWOO ‘SSINISNS ANV OL S¥33y VIuv Nveun @
- . *Ol43vyL LSIUYIN 937 1¥0ddNS NOIS NO G3OVTd 38 TIVHS 3L¥7d AMOSIAGY 033dS Q)

S301A30 “00) SLAN QV3H X3H(2) OML ONV ‘SHIHSYM %007(2) OML ‘SHIHSYM ONNOY (2) OML ‘SM3¥DS INIHOVA QVIH ONMOY G3L107S T33LS SSINIVLS
JOYINOD JI44VHL 0 WANINMTY S2 X 9N (2) OML HLIM QIVIVLSNI 38 TIVHS | 3dAL ¥3WVW [03FE0 °Q311MQ Q7314 38 TIVHS NOILVIIVLSNI 904 S3T0H 9
SNOINYTT30SIN ‘ *SLSOd OML NO O3LNNOW 38 TIWHS 1334 3WVNOS O NYHL Y398V SNIIS °S
VR RS | ipy3 SONIAVEQ QHVONYVLS ML NO NMOHS LON ONINOIS TYNOILIGOY 3MIND3Y AVM SLIIWLS ONILOISHIINI GNV SQVON HOVOMdAY
0¥ HOVOYddY ‘SAVM3AINO SY HONS GIYILNAIOON3 SNOILIGNOD WOISAHd FHL LI3 OL GILSAFGY 38 AVA ONIOVS NOIS ‘b
A3DONLNAN A "AddV LON S30Q 30¥SS3N NOIS ¥3IAINIHM O1ddvil 40 M3IA 3HL OL I1BISSIDOOVNI QYW 38 TIVHS SNOIS °¢
192-0S1 '0SE dHHON HLIM INVITJNOD 38 TIWHS S30IA30 INOZ WOM II A¥O9ILYO ONV I AHO93LYD TV 2

'OMQ "0LS INZHHNO HIM 3SN “NOLLONYLISNOD 390148 ONY QVOY HO3 SNOILYOIAIOALS OMYANYLS, 3HL NV .SIDIAZA TOMINGD II44YHL

IT¥35 01 ION ONTAVEG WHOJINN NO TVNANYW, 3HL 40 SNOILIQ3 IN3ZWHND 3HL OL WHOINOD TIVHS SNOILYY3dO ONV S30IA3AG T0WLNOD OI34V¥l 117 °I

€ 3dAlL ® V34V Nvedn
DUV 103180

ﬁl.sz .m_ln_. . | | | | 4_r|..j

%ovg . NIN L
MOTT3A 3AILO3T43Y NIN .91
ON3 TIVHOHYNO NO ATLOIHIC
O3LNNOW ONINOVE IAISIHAY ;

NIW «§
I 3dAL
C HINYYN 103rgo . .
(€ 40 Y3ILINVIQ WONININ) V 3dAL OL _ 3ALVId 033dS AHOSIAQY
ONINYOINOD ALIAILOZNA3Y ‘801031438 MO1T3A (V) vIWY vdnd HLIM V3YY vdnd
/ \
2 s 3903 3903
R NI S IN3WIAVL LNIWIAV

MOTI3A
JAILI3733Y

2l 0449 —

_I.I\N- O.ﬁ /9 —




o LINIT 033dS Q3LSOd IVANON 3SN :3LONs : .
— S \\ . qaLLnens “HaN Ob = "
) ‘ $ 17 'ds
v ) oos | ,00s | .0s2 | .02 0 > i
SHaN S 3 17 °as "SAVMHOIH NOTLOFNIO-OML ‘“INVI-OML
STIVNOIS OIddvdl ONISN Q0W | ,00S | 005 | .00S Nvaun, v any NO STVNOIS DI44VYHL ONISM SIUNSOID 3NV OL SIIiddv ONIMVYHQ SIHL
FYNSOTID ANV, . | AYMI3YA NOILVOIddV
4nsoo . 009z | 008 | 005 | o001 | , 4YMIRL _
SAVMHODIH 40O LNAWLEYVdad :
o 1o [ o [ v | sonom | g g s drmon o o ony 0, s sy
wsonalost F.mmmmmww Iw%-wmm 318VL ONIOVDS ONV_ONINOIS *9££90-58] JI¥LI3 T3 NVIININY MO HdZEAPZIHOSZYZTH
v INVHAOIOH 38 1IWHS 3WIVNINNT “NOILNGINLSIA 11 3dAL
T35S 0L LON SNIRvEa WNIQ0S 34NSS3Ud HOTH LLVM 0SZ ‘A Obz 38 TIVHS SMIVNIAN]
“(AHVSSI0IN SY HOHONY) 310d GOOM .Sy NO IUIVNINAT 3dAL 135340 11VLISNI B
"SY3WV ¥3dVL 3HL NYHL 02 38 TIVHS SIOIA3A ONIZININNVHO 40 ONIOVIS *,001 40 HLON3T WANIXYW V 3AVH TIVHS S¥3dVL ®
“bZ 40 HLQIM V 3AVH TIVHS Suv8 dolS )
*JHNS0TD IHL OL SIHOVOHAAY 3HL NO GITIVLSNI 38 TIVHS (NI ,00S) SINOZ ONISSVd ONs (O
| : _ Y34V YHOM IHL 40 ON3 HOV3 LV G3TIVLSNI 38 TIVHS JHYNIANT 3NO °S
S3QVOTYYYE 1T 3dAL “GOHLIN G3AO¥ddY NV AS Q3LVY3LIIE0 38 TIVHS SHVS dOLS 3FHL NIIMLIE SONINYVA LNIW3AVd ONILOIIANOD TV b
SNAYa *1334 L) 40 3DNVHVITONIANN WONININ V IAVH TIVHS AVMOYON 3HL ¥3AO

'03LNNON SIDIA3Q Y3IHLO YO SAVIH TVYNOIS ANV 1334 2| 40 LHOI3H WNWININ V- 38 1IVHS SAV3H VNOIS Q3LNNOW ¥3QINOHS 1V '€
‘001NN 3HL 40 b 1YVd J0 SNOISIAOYd 3HL HLIM 3ONVOHOOOV NI 031v¥3d0o ANV Q3TIVASNI 38 TIVHS STYNIIS JIdsvl AUVHOdWIL 2

S30IA30 ONIZIN3NNVHO
TIVNOIS -0144vylL

*>
JvnIan1 D “ *03SN 38 AVA SNOIS .9E X .9f
NOIS o
30VOINYYE 11T 3dAL ==

ON3937

‘ISIMY3HLO "HILVIYD HO HdAN Sb ST LIWID 033dS Q31SOd TWWHON 3HL 4I.8p X.8v 38 TIVHS v NUHL | SNOIS 40 3ZIS 3HL

JHOM avoy
oaMe | . o ~*XVA ,0S} **NIN ,0p
8l X.9¢ \ ®
_ /00§ 2y ) _
o od el |

‘@ o1 E R \® —
IIIIIIIIIIIIIII - - e
8 A v | ® | v : _‘/m _ 2 j a
b | 008 _
wzmgs avou AKX
. NEOM
03 avou

8l XW9E




ETU DUIvHL_ 30 NOISIAG HOLOFNIQ

20-¥1-3 gl&!«w Q3LuNENS

J1vi3a
ONIJINdS
150d

SAVMHOIH JO LNAWLYVJAG
AJONLNIAN

TIVOS 0L LON SNIRVHQ

"30v1d NI LON SI 1SOd ¥3ddn 3HL N3HM QIAOW3IY 38 TIVHS BNLS LSO N3IAIMA IHL @)

(LOEV WLSY) SLNN GV3IH X3H OML ONV SHIHSYM X007 (2) OML ‘SHIHSYM ONNOY (2) OML ‘SMIYIS dvD QY3H X3H.Z X.91/S (@ omi (D

S310N TTVH3IN30

*ONIMYHA QYVYANYLS SIHL Ol 9NIQHOJOY ANV HLON3T dI3HL NI 3INO

03017dS 39 AV S1SOd NOIS ‘LHOIIH G3YIND3Y 3HL NIVLEO OL ‘43AIMOH “03017dS 38 Ol LON 3¥v S1S0d NIIS ‘A18vH3d43ud

NOILVOINddV

NOILVA3Td 3QIS

(3781SS0d 4D 0

__Ml\.v % __ __
[

ANIN

3avyo

/

T
Il M3IA 401
_|. __N %
*Hmom
— 1S0d
NIAIHA | 150d
g3ddn NIATHA
.ZH—Z __w_
XYW 72
dvI43IN0 1S0d <= NOI1J3YIQ
| _ 0144Vl

1s0d
\\\\\\mwaag

<= NOI1334Id

A 2144VY1




BOYLE COUNTY, FEO2 011 0052 BOOOO7N

PART II

SPECIAL PROVISIONS APPLICABLE TO PROJECT

SPECTAL. PROVISION NO. TITLE

NO SPECIAL PROVISIONS APPLY TO THIS PROJECT



BOYLE COUNTY, FEO2 011 0052 BO0O0OO7N

PART III

EMPLOYMENT, WAGE AND RECORD REQUIREMENTS
(Copies of each Attached)

1. Schedule of Minimum Wages Established for the Project.
2. Labor and Wage Requirements, applicable to other than Federal-Aid System
Contracts. (Rev. 2-16-95)

3. Executive Branch Code of Ethics.



TRANSPORTATION CABINET
DIVISION OF CONTRACT PROCUREMENT
COMPLIANCE SECTION

PROJECT WAGE RATES LETTING: 12-13-2002

BOYLE COUNTY. FE02 011 0052 B00007N
The Danville-Hedgeville-Lancaster Road (KY 52)
Bridge Deck Restoration and Waterproofing

CONSTRUCTION WORKERS............ MINIMUM HOURLY RATE... $5.15

Note: Parts III and IV of "Labor and Wage Requirements Applicable To Other Than
Federal-Aid System Projects" do not apply to this project.



TRANSPORTATION CABINET
DEPARTMENT OF HIGHWAYS

LABOR AND WAGE REQUIREMENTS
APPLICABLE TO OTHER THAN FEDERAL-AID SYSTEM PROJECTS

L I1\&Ipplica’£ion

. ondiscrimination of Employees (KRS 344)
III. Payment of Predetermined Minimum Wages
Iv. Statements and Payrolls
L APPLICATION

1. These contract provisions shall apply to all
work performed on the contract by the contractor with
his own organization and with the assistance of
workmen under his immediate superintendence and to
all work performed on the contract by piecework,
station work or by subcontract. The contractor's
organization shall be construed to include only
workmen employed and dpa1d directly by the contractor
and equipment owned or rented by him, with or
without operators.

. The contractor shall insert in each of his
subcontracts all of the stipulations contained in these
Required Provisions and such other stipulations as may
be required.

3. A breach of any of the stipulations
contained in these Required Provisions may be grounds
for termination of the contract.

IL NONDISCRIMINATION OF EMPLOYEES

AN ACT OF THE KENTUCKY
GENERAL ASSEMBLY TO PREVENT
DISCRIMINATION IN EMPLOYMENT

KRS CHAPTER 344
EFFECTIVE JUNE 16, 1972

The contract on this project, in accordance

with KRS Chapter 344, provides that during the

elriformance of this contract, the contractor agrees as
ollows:

1. The contractor shall not fail or refuse to
hire, or shall not discharge any individual, or otherwise
discriminate against an individual with respect to his
comfensationB terms, conditions, or privileges of
employment, because of such individuals race, color,
religion, national origin, sex, disability or age (between
forty and seventy); or fimit segregate, or classify his
employees in any wa which woul deprive or tend to
d%)rive an individual of employment opportunities or
otherwise adversely affect his status as an employee,
because of such individual's race, color, religion,
national origin, sex, disability or age (between forty and
seventy). e contractor a%rees to post 1n conspicuous
places, available to employees and applicants for
employment, notices to be provided setting forth the
provisions of this nondiscrimination clause. .

2. The contractor shall not print or publish or
cause to be printed or published a notice or
advertisement relating to employment by such an
entl.ployer or membership in or any classification or
referral for emplofyment bf{ the employment agency,
indicating any preference, limitation, specification, or
discrimination, based on race, color, religion, national
origin, sex, disability or age (between forty and
seventy), except that such notice or advertisement may
indicate a preference, limitation, or specification based
on religion, or national origin when religion, or national
origin is a bona fide occupational qualification for
employment. L

3. . If the contractor is in control of
apprenticeship or other 1:ra1nm%1 or retraining, including
on-the-job training dprogra.ms, e shall not discriminate
against an individual because of his race, color,
religion, national origin, sex, disability or age (between
forty and seventy), in admission to, or employment in

any program established to provide apprenticeship or
otber training,

4. The contractor will send to each labor
union or representative of workers with which be has a
collective bargaining agreement or other contract or
understanding, a notice to be provided advising the said
labor union or workers' representative of the
contractor's commitments under this section, and shall
post copies of the notice in conspicuous places
available to em%(l?/ees and applicants for employment.
The contractor will take such action with respect to any
subcontract or purchase order as the administratin
agency may direct as a means of enforcing suc
provisions, imcluding sanctions for non-compliance.

I PAYMENT OF PREDETERMINED
MINIMUM WAGES

1., These special provisions are supplemented
elsewhere in the contract by special provisions which
set forth certain predetermined minimum wage rates.
The contractor shall pay not less than those rates.

2. The minimum wage determination schedule
shall be posted by the contractor, in a manner
prescribed by the Department of Highways, at the site
of the work in prominent places where it can be easily
seen by the workers.

Iv. STATEMENTS AND PAYROLLS

1. All contractors and subcontractors affected
by the terms of KRS 337.505 to 337.550 shall keep full
and accurate payroll records covering all disbursements
of wages to their employees to whom they are required
to pay not less than the prevailing rate of waﬁes.
Payrolls and basic records relating thereto will be
maintained during the course of the work and preserved
for a period of one (1) year from the date of completion
of this contract.

2. The payroll records shall contain the name,
address and social security number of each employee,
his correct classification, rate of pay, daily and weekly
number of hours worked, itemized deductions made and
actual wafe%}l)lald.

) . The contractor shall make his daily records
available at the project site for inspection by the State
Detgarl;nent of Highways contracting office or his
authorized representative.

__ Periodic investigations shall be conducted as
required to assure compliance with the labor provisions
of the contract. Interrogation of employees and
officials of the contractor shall be permitted during
working hours. "

. Aggrieved workers, Highway Managers,
Assistant District Engineers, Resident Engineers and
Prof ect Engineers shall report all complaints and
violations to the Division of Contract Procurement.

The contractor shall be notified in writing of
apparent violations. The contractor may correct the
reported violations and notify the Department of
ﬁighw:fs of the action taken or may request an
informal hearing. The request for hearing shall be in
writing within ten (10) days after receipt of the notice of
the reported violation. The contractor may submit
records and information which will aid in determining
the true facts relating to the reported violations.

Any person or organization aggrieved by the
action taken or the findings established as a result of an
informal hearing by the Division of Contract
Procurement may request a formal hearing.



4. The yve‘liges of labor shall be paid in legal
tender of the United States, except that this condition
will be considered satisfied if payment is made by a
negotiable check, on a solvent bank, which may be
cashed readily by the employee in the local community
for the full amount, without discount or collection
charges of any kind. Where checks are used for
payments, the contractor shall make all necessary
arrangements for them to be cashed and shall give
information r%ardmg such arrangements.

5. No fee of any kind shall be asked or
accepted by the contractor or any of his agents from any
person as a condition of employment on the project.

6. No laborers shall be g:harged for any tools
used in performmg their respective duties except for
reasonably avoidable loss or damage thereto.

. . E\{gﬁ' employee on the work covered by
this contract s be permitted to lodge, board, and
trade where and with whom he elects and neither the
contractor nor his algents, nor his employees shall
directly or indirectly require as a condition of
emgloyment that an employee shall lodge, board or
trade at a particular place or with a particular person.

. Every employee on the project covered by
this contract shall be an employee of either the prime
contractor or an approved subcontractor.

. No ‘charge shall be made for any
transportation furnished by the contractor or his agents
to any Person qm(glo_yed on the work.

0. No individual shall be employed as a laborer
or mechanic on this contract except on a wage basis, but
this shall not be construed to prohibit the rental of
teams, trucks or other equipment from individuals.

No Covered employee mztlﬁ' be employed on
the work except in accordance with the classification set
forth in the schedule mentioned above; provided,
however, that in the event additional classifications are
required, application shall be made by the contractor to
the Department of Highways and (I) the Department
shall request appropriate classifications and rates from
the proper agemgf, or (2) if there is urgent need for
additional classification to avoid undue delay in the
work, the contractor may employ such workmen at rates
deemed comparable to rates established for similar
classifications provided he has made written application
through the Department of Highways, addressed to the
proper agency, for the supplemental rates. The
contractor shall retroactively adjust, upon receipt of the
supglemental rates schedule, the wages of any employee
paid less than the established rate and may adjust the
wages of a.nﬁ' employee overpaid.

11. No contractor or subcontractor contracting
for any part of the contract work which may require or
involve the employment of laborers or mechanics shall
require or permit any laborer or mechanic in any work-
week in which he is employed on such work, to work in
excess of eight hours in any calendar day or in excess of
forty hours 1m such work-week unless such laborer or
mechanic receives compensation at a rate not less than
one and one half times his basic rate of pay for all hours
worked in excess of eight hours in any calendar day or
in excess of forty hours in such work-week. A laborer,
workman or mechanic and an employer may enter into
a written agreement or a collective bargaining
agreement to work more than eight (8) hours a calendar
day but not more than ten (lo%lllllcs)urs a calendar day for
the straight time hourly rate. This agreement shall be in
writing and shall be executed prior to the employee
working in excess of eight éSg hours, but not more than
ten (10? hours, in any one (1) calendar day.

12. Payments to the contractor may be
suspended or withheld due to failure of the contractor
to pay any laborer or mechanic employed or working on
the site of the work, all or part of the wages required
under the terms of the contract. The Department may
suspend or withhold payments only after the contractor
has been given written notice of the alleged violation
and the contractor has failed to comply with the wage
determination of the Department of Highways.

13, Contractors and subcontractors shall comply
with the sections of Kentucky Revised Statutes, Chapter
337 relating to contracts for Public Works.

Revised 2-16-95



EXECUTIVE BRANCH CODE OF ETHICS

In the 1992 regular legislative session, the General Assembly passed and Governor
Brereton Jones signed Senate Bill 63 (codified as KRS 11A), the Executive Branch Code of
Ethics, which states, in part:

KRS 11A.040 (6) provides:

No present or former public servant shall, within six (6) months of following
termination of his office or employment, accept employment, compensation or other
economic benefit from any person or business that contracts or does business with
the state in matters in which he was directly involved during his tenure. This
provision shall not prohibit an individual from returning to the same business,
firm, occupation, or profession in which he was involved prior to taking office or
beginning his term of employment, provided that, for a period of six (6) months,
he personally refrains from working on any matter in which he was directly
involved in state government. This subsection shall not prohibit the performance
of ministerial functions, including, but not limited to, filing tax returns,
filing applications for permits or licenses, or filing incorporation papers.

KRS 11A.040 (8) states:

A former public servant shall not represent a person in a matter before a state
agency in which the former public servant was directly involved, for a period of
one (1) year after the latter of:

a) The date of leaving office or termination of employment; or

b) The date the term of office expires to which the public servant was

elected.

This law is intended to promote public confidence in the integrity of state government
and to declare as public policy the idea that state employees should view their work as a
public trust and not as a way to obtain private benefits.

If you have worked for the executive branch of state govermment within the past six
months, you may be subject to the law's prohibitiomns. The law's applicability may be
different if you hold elected office or are contemplating representation of another before
a state agency.

Also, if you are affiliated with a firm which does business with the state and which
employs former state executive-branch employees, you should be aware that the law may apply
to them.

In case of doubt, the law permits you to request an advisory opinion from the
Executive Branch Ethics Commission, Room 136, Capitol Building, 700 Capitol Avenue,
Frankfort, Kentucky 40601; telephone (502) 564-7954. )



BOYLE COUNTY, FE02 011 0052 BOOOO7N

PART IV

INSURANCE

The Contractor shall carry the following insurance in addition to the insurance required
by law:

(1)

(2)

(3)

(4)

(5)

Contractor's Public Liability Insurance not less than $100,000.00 for damages arising
out of bodily injuries to or death to one person. Not less than $300,000.00 for
damages arising out of bodily injuries to or death to two or more persons.

Contractor's Property Damages Liability Insurance. Not less than $100,000.00 for all
damages arising out of injury or destruction of property in any one accident. Not
less than $300,000.00 for all damages during the policy period.

Contractor's Protective Public Liability and Property Damage Insurance. The
contractor shall furnish evidence with respect to operations performed for him by
subcontractors that he carries in his own behalf for the above stipulated amounts.

The insurance required above must be evidenced by a Certificate of Insurance and this
Certificate of Insurance must contain one of the following statements:

a. "policy contains no deductible clauses."

b. "policy contains a deductible property
. {(amount)
damage clause but company will pay claim and collect
the deductible from the insured."

WORKMEN'S COMPENSATION INSURANCE. The contractor shall furnish evidence of coverage
of all his employees or give evidence of self-insurance by submitting a copy of a
certificate issued by the Workmen's Compensation Board.



BOYLE COUNTY, FEO2 011 0052 B00OO7N

PART V

STATEMENT OF INCOMPLETED WORK

1. Status of Active Prime Contracts. Attached



1. STATUS OF ALL INCOMPLETED PRIME CONTRACTS

All active prime contracts must be reported. This includes prime contracts with public
and Erlvate owners and joint-ventured contracts, The names of the joint venturers must
be shown when reporting these projects. A machine or typed listing reporting the status
of each contract is acceptable when attached to this report; however, the total amounts
on the itemized listing must be reported in the space provided below:

PRIME EARNINGS TOTAL AMOUNT
CONTRACT WITH PROJECT CONTRACT THROUGH OF WORK
IDENTIFICATION AMOUNT LAESér API;I_{HOSVED REMAINING

TOTAL, (Attach Summary if not
itemized above




BOYLE COUNTY, FEO2 011 0052 BO0O0OO7N

'PART VI

BID ITEMS



THE QUANTITY SHEET(S) REPRESENTS THE ESTIMATED QUANTITIES (ONLY) FOR THE SUBJECT PROJECT.
PROPOSAL(S) MAY NOT BE AVAILABLE WHEN THE QUANTITIES ARE POSTED.

YOUR BID WILL NOT BE CONSIDERED IF THESE SHEET(S) ARE MADE A PART OF THE BID PROPOSAL
WHICH YOU SUBMIT TO THE KENTUCKY DEPARTMENT OF HIGHWAYS.

TRANSPORTATION CABINET
Department of Highways

FRANKFORT, KY 40622

Sheet No: 1

PCN: 02-0755

BOYLE COUNTY Letting: 12/13/2002

FEO2 011 0052 BOOOO7N

Item | Code | | Approximate | | Unit Price | Amount
No. | No. | Item | Quantity | Unit | Dollars | Dollars

[ | BRIDGE AND CULVERT QUANTITIES | | |

1] 8150| STEEL REINFORCEMENT 267.20 | LB | |
2| 8510| REM EPOXY BIT FOREIGN OVERLAY 373.00 | SQ YD | |
3] 8549| BLAST CLEANING 456.00 | SQ YD | |
4| 8504| EPOXY SAND SLURRY 83.60 | SQ YD | |
5] 8526| CONC CLASS M FULL DEPTH PATCH 140 | CUYD | |
6 3299| ARMORED EDGE FOR CONCRETE 60.00 | LINFT | |
71 6514 | | PAVE STRIPING-PERM PAINT-4 IN 467.00 | LIN FT | |
8| 6549 |, PAVE STRIPING-TEMP REM TAPE-B 300.00 | KIN FT | |
| | (6" | | |
9| 6550| PAVE STRIPING-TEMP REM TAPE-W 602.00 | LIN FT | |
10| 6551| PAVE STRIPING-TEMP REM'TAPE-Y 1,200.00 | LIN FT | |
111 4933| TEMP SIGNAL 2 PHASE 1.00 ['EA | |
12| 3294 | EXPAN JOINT REPLACE 11/2" 60.00 | LINFT | |
13| 9519| BRIDGE OVERLAY APPR PAVEMENT 578.00 | SQ YD | |
| | EITHER | | |
14| 8534| CONCRETE OVERLAY-LATEX 15.80 | CU YD | |
| | OR | | |
15| 8535| CONC OVERLAY-LOW SLUMP 21.00 | CUYD | |
| | | | |
16| 2562| SIGNS 172.00 | SQ FT | |
17| 2653| LANE CLOSURE 2.00 | EA | |



THE QUANTITY SHEET(S) REPRESENTS THE ESTIMATED QUANTITIES (ONLY) FOR THE SUBJECT PROJECT.
PROPOSAL(S) MAY NOT BE AVAILABLE WHEN THE QUANTITIES ARE POSTED.

YOUR BID WILL NOT BE CONSIDERED IF THESE SHEET(S) ARE MADE A PART OF THE BID PROPOSAL
WHICH YOU SUBMIT TO THE KENTUCKY DEPARTMENT OF HIGHWAYS.

TRANSPORTATION CABINET

Department of Highways Sheet No: 2

FRANKFORT, KY 40622 PCN:  02-0755
FEO2 011 0052 BOO0OO7N
. ____________________________________________________________________________________________________________________________|
Item | Code | | Approximate | | Unit Price | Amount
No. | No. | Item | Quantity | Unit | Dollars | Dollars
18] 2650| MAINTAIN AND CONTROL TRAFFIC | 1.00 | LP SUM | |
19| 2569| DEMOBILIZATION | 1.00 | LPSUM | |

20| | TOTAL BID | | I | $



BOYLE COUNTY, FEO2 011 0052 BOOOO7N

PART VII
. CERTIFICATIONS
1. Provisions Relative to Senate Bill 258 (1994)
2. Non-Collusion Certification

3. Certification of Bid Proposal

Attached

Attached

Attached



PROVISIONS RELATIVE TO SENATE BILL 258 (1994)

During the performance of the contract, the contractor agrees to comply with applicable
provisions of:

1. KRS 136 Corporation and Utility Taxes

2. KRS 139 Sale and Use Taxes

3. KRS 141 Income Taxes

4. KRS 337 Wages and Hours

5. KRS 338 Occupational Safety and Health of Employees
6. KRS 341 Unémployment Compensation

7. KRS 342 Workers Compensation

Any final determinations of a violation by the contractor within the previous five (5) years
pursuant to the applicable statutes above are revealed as follows:




NON-COLLUSION CERTIFICATION

COMMONWEALTH OF KENTUCKY

COUNTY
PROJECT NO.

, under

I, ’
(Name of -officer signing certification) (Title)

penalty of perjury under the laws of the United States, do hereby certify that

I
(Insert name of Individual, Joint Venture, Co-partnership, or Corporation submitting bid)
its agent, officers or employees have not directly'or indirectly entered into any’

agreement, participated in any collusion, or otherwise taken action in restraint of free

competitive bidding in connection with this proposal.

(Signature)
(Title)
REVISED: 8-23-89
NON-COLLUSION CERTIFICATION
COMMONWEALTH OF KENTUCKY S
COUNTY
PROJECT NO.
I, ’ , under
(Title)

{(Name of officer signing certification)

penalty or perjury under the laws of the United States, do hereby certify that

I

Co-partnership, or Corporation submitting bid)

(Insert name of Individual, Joint Venture,

its agent, officers or employees have not directly or indirectly entered into any

agreement, participated in any collusion, or otherwise taken action in restraint of free

competitive bidding in connection with this proposal.

(signature)

(Title)

REVISED: 8-23-89



BOYLE COUNTY, FEO2 011 0052 BOOOO7N

CERTIFICATION OF BID PROPOSAL

We (I) propose to furnish all labor, equipment and materials necessary to construct and/or
improve the subject project in accordance with the plans, the Transportation Cabinet's
Standard Specifications for Road and Bridge Construction, current edition, special
provisions, notes applicable to the project as indicated herein and all addenda issued on
this project subsequent to purchase of proposal.

We (I) attach a bid proposal guaranty as provided in the special provisions in an amount
not less than 5% of the total bid. We agree to execute a contract in accordance with this
bid proposal within 15 calendar days after the receipt of the notice of award for the
project.

We (I) have examined the site of proposed work, project plans, specifications, special
provisions, and notes applicable to the project referred to herein. We understand that the
quantities shown herein are estimated quantities subject to increase or decrease as provided
in the specifications.

Name of Contracting Firm

BY:

Authorized Agent Title

Address City State Zip Code

Telephone Number

When two or more organizations bid as a joint venture, enter names of each organization and
an authorized agent for each organization must sign above.





